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FITTING INSTRUCTIONS FOR RGH0004BK REAR HUGGER  

 KAWASAKI Z750R 2011 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
            THIS KIT CONTAINS THE ITEMS PICTURED AND LABELLED BELOW. 

 

 

DO NOT PROCEED UNTIL YOU ARE SURE ALL PARTS ARE PRESENT. 

 

Please note that the way the kit is packed does not necessarily represent the way of 

mounting to the bike 
 

Kit Contents: 
1 x   HUG0004 HUGGER 

1 x   S0456 SPACER LHS 

1 x   P-CLIP CABLE CLIP/TIDY  

1 x   M6x12mm LONG BUTTON HEAD BOLT 

1 x   M6x15mm LONG BUTTON HEAD BOLT 

1 x   M6x20mm LONG BUTTON HEAD BOLT 

1 x   M6 WASHER 12mm O/DIA 

2 x   M6 PENNY WASHERS 20mm O/DIA 

1 x   R&G LARGE BUBBLE STICKER 

3 x   VELCRO PATCHES 

 

TOOLS REQUIRED 
 4mm ALLEN KEY. 

 5mm ALLEN KEY. 

 10mm SOCKET AND WRENCH. 
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 PHILLIPS DRIVER. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

                                 PICTURE 1       PICTURE 2 

 

 

 

 

 

 

 

 

 

 

 

 

 

                           PICTURE 3 

 

 

FITTING INSTRUCTIONS 
 UNCLIP AND REMOVE THE SPRING CLIP SHOWN IN PICTURE 1. 

 UNDO AND REMOVE THE THREE BOLTS ARROWED IN PICTURE 2. 

 REMOVE CHAIN GUARD. 

 CLEAN THE SWING ARM WHERE THE HUGGER WILL CONTACT. 

 PEEL THE BACKING FROM THE VELCRO PATCHES AND STICK TO THE SWING ARM 

IN POSITION TO MATCH THE PATCHES ON THE HUGGER. 

 UNDO AND REMOVE THE BRAKELINE GUIDE ON THE RIGHT HAND SIDE (YOU MAY 

CUT THIS OFF OR UNDO THE BRAKELINE CONNECTOR WHICH WILL MEAN THE 

BRAKE SYSTEM HAS TO BE BLED). 

 OFFER THE HUGGER INTO POSITION. 

 FIT THE CHAIN GUARD OVER THE HUGGER AND REFIT THE SPRING CLIP AS 

ORIGINAL (SHOWN IN PICTURE 1). 

 USE THE P-CLIP (ON THE BRAKELINE) FROM KIT AND THE SHORTER BUTTON 

HEADED BOLT WITH THE SMALLER WASHER INTO THE ORIGINAL MOUNTING ON 

THE RIGHT HAND SIDE; DO NOT TIGHTEN AT THIS STAGE AS SHOWN IN PICTURE 3. 

B 

A 
C 
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 REUSE THE ORIGINAL BOLT TO SECURE THE REARMOST MOUNTING OF THE 

CHAINGUARD (ARROWED C IN PICTURE 2). 

 PLACE THE SMALL SPACER FROM KIT BETWEEN THE CHAINGUARD AND HUGGER 

IN THE POSITION ARROWED B IN PICTURE 2 AND SECURE USING THE LONGER 

BUTTON HEADED BOLT AND ONE OF LARGER WASHERS; AGAIN DO NOT TIGHTEN 

AT THIS STAGE. 

 USING THE REMAINING BUTTON HEADED BOLT AND THE REMAINING LARGE 

WASHER SECURE THE HUGGER AND CHAINGUARD INTO POSITION ARROWED A IN 

PICTURE 2; DO NOT TIGHTEN AT THIS STAGE.  

 ADJUST THE HUGGER USING THE SLOTS SO THE CLEARANCE BETWEEN THE 

WHEEL AND HUGGER IS EVEN (APPROXIMATELY 14mm) AND TIGHTEN ALL BOLTS. 

 IMPORTANT: WHEN FITTING THE HUGGER, IT MUST BE POSITIONED AS 

DESCRIBED ABOVE SO THAT THE HUGGER WILL NOT CONTACT THE REAR 

WHEEL. IT IS YOUR RESPONSIBILITY TO CHECK FOR THIS POSSIBILITY AND 

TAKE AVOIDING ACTION.  FAILURE TO CHECK THIS COULD RESULT IN 

SERIOUS INJURY. 
 

 

 
ISSUE 1   18/10/2011   (NSY) 

 
CONSUMER NOTICE 

The catalogue description and any exhibition of samples are only broad indications of the Products and R&G may make design 

changes which do not diminish their performance or visual appeal and supplying them in such state shall conform to the order. The 
Buyer acknowledges no representation or warranty (other than as to title) has been given or will apply to the Products other than those 

in R&G’s order or confirmation and the Buyer confirms it has chosen the Products as being of merchantable quality and suitable for 
its particular purposes. Where R&G fits the Products or undertakes other services it shall exercise reasonable skill and care and rectify 

any fault free of charge unless the workmanship has been disturbed.  The Buyer is responsible for ensuring that the warranty on the 

motorcycle is not affected by the fitting of the Products. On return of any defective Products R&G shall at its option either supply a 
replacement or refund the purchase money but shall not be liable if the Products have been modified or used or maintained otherwise 

than in accordance with R&G’s or manufacturer’s instructions and good engineering practice or if the defect arises from accident or 

neglect. Other than identified above and subject to R&G not limiting its liability for causing death and personal injury, it shall not be 
liable for indirect or consequential loss and otherwise its liability shall be limited to the amounts paid by the Buyer for the Products or 

the fitting or service concerned. These terms do not affect the Buyer’s statutory rights. 
 

 

R&G RACING RETURNS POLICY (NON-FAULTY GOODS) 

Returns must be pre-authorised (if not pre-authorised the return will be rejected). Goods may only be returned direct to us if they were 
purchased direct from us (customer must prove if necessary).  Otherwise to be returned to original vendor. Goods must be in re-

sellable condition, in the opinion of R&G Racing. All returns are subject to a 25% restocking and handling fee (25% of the gross value 

exc. P&P – at the prevailing price at time of purchase). The customer must pay any and all carriage charges. No returns of 
discontinued products, unless within 14 days of purchase. This policy does not affect your statutory rights and does not refer to faulty 

goods. 
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FRANCE 

INSTRUCTIONS DE MONTAGE DU RAZ DE ROUE 

RGH0004BK  KAWASAKI Z750R 2011 
VEUILLEZ VERIFIER QUE TOUTES LES PIECES SONT PRESENTES DANS LE KIT 

AVANT DE COMMENCER LE MONTAGE. 

Ce Kit contient : 
 

1 x   Raz de roue HUG0004 

1 x   Entretoise gauche S0456 

1 x   P-CLIP CABLE CLIP/TIDY  

1 x   Vis M6x12mm  

1 x   Vis M6x15mm  

1 x   Vis M6x20mm 

1 x   Rondelle M6 

2 x   Rondelle M6 20mm O/DIA 

1 x   Sticker R&G  

3 x   Pièces VELCRO 

 

OUTILS NECESSAIRES 

 
 Clef s allen de 4 et 5 mm. 

 Clef  à douille 10mm. 

 1 Tounevis plat 

 

INSTRUCTIONS 
 

 Dé-clipper et enlever le ressort montré en photo 1. 

 Desserrer les 3 vis montrées en photo 2. 

 Retirer la protection de chaine. 

 Nettoyer le bras oscillant aux endroits où le raz de roue sera positionné sur la moto. 

 Retirer les pellicules des patches velcro et coller les velcros sur le bras oscillant de manière à être 

parfaitement en face du raz de roue. 

 Desserrer et enlever le guide du câble de frein arrière situé sur le côté droit du bras oscillant (vous 

devrez  peut être le couper ou retirer le connecteur, ce qui nécessitera peut être une purge du 

système de freinage).  

 Placer le raz de roue en position sur la moto. 
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 Fixer la protection de chaine d’origine sur le raz de roue. Remettre le clip de ressort comme à 

l’origine. (photo 1) 

 Glisser la rondelle la plus petite sur la vis la plus petite et passer le tout à travers le P-clip (livré 

dans le kit), utiliser les 3 éléments pour fixer la fixation droite du raz de roue. Ne pas bloquer la 

vis à ce moment du montage. (voir photo 3). 

 Utiliser la vis d’origine pour fixer la fixation la plus en arrière de la protection de chaine. 

Voir la photo 2  

 Placer la petite entretoise (fournie dans le kit) entre la protection de chaine et le raz de roue R&G. 

(fixation « B » sur la photo 2)  

Placer une rondelle sur la vis la plus longue et serrer légèrement la vis. Ne pas bloquer la vis à ce 

moment du montage. 

 Utiliser la vis restante et la rondelle restante pour fixer le dernier point de fixation de la protection 

de chaine/raz de roue. Ne pas bloquer la vis à ce moment du montage. 

 Ajuster le raz de roue par rapport à la roue, l’écart devra être à environ 14 mm. Serrer et bloquer 

les 3 vis lorsque tout est en place. 

  IMPORTANT: Lorsque vous fixez la protection R&G, elle doit être correctement positionnée, la 

protection ne doit pas être en contact avec le pneu arrière. C’est votre responsabilité de bien fixer la 

protection. R&G ne pourra pas être tenu responsable en cas de dommages ou d’accidents. 
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